
…”A Winch For Every Application” 

       STANDARD FEATURES 
• Parallel helical gear reducer with final chain drive. 
• NEMA design “D” totally enclosed fan cooled  
       electric motors with high starting torque to overcome     
       initial inertia of pulling load. 
• 230/460/3/60 Voltage. 
• Automatic electromagnetic activates in the event  
       of power interruption to brake stop and hold load  
       securely. 
• Heavy duty welded steel frame and guarding. 
 

CP Series Winches 2,000 - 25,000 Lbs. 
Taking The Winch Industry By Storm 

PERFECT FOR  
MANY INDUSTRIAL, 

 CONSTRUCTION,  
MINING, AND  

OIL FIELD 
 APPLICATIONS 

Superior Value  -   Wintech Reliability / Quality   
OPTIONAL FEATURES: 

• NEMA 1 and NEMA 4 starter panels and  
 control packages 
• Marine grade motor and gear reducer 
• Longer or shorter drum lengths 
• Adjustable torque limiter disengaging clutch 
• Explosion - proof motors 
• Rotary limit switch 
• Grooved Drums 
• Customs designs available 

  
 

Model 

Line Pull (LBS) Line Speed 
(FPM) 

2nd Layer 
 
 

 
 

H.P. 

Cable Size 
(inch) 

Drum Capacity (ft) 

Starting Running 2nd Layer 

1st Layer 4th Layer 1st Layer 4th Layer 

CP2000-15 5750 4370 2500 1900 15 1 3/8 124 446 

CP2000-25 6049 4600 2630 2000 28 2 3/8 124 446 

CP2000-40 5630 4255 2450 1850 44 3 3/8 124 446 

CP2000-70 5911 4485 2570 1950 71 5 3/8 124 446 

CP3000-20 8211 6440 3570 2800 20 2 7/16 159 453 

CP3000-50 8142 6440 3540 2800 51 5 7/16 159 453 

CP4000-40 11500 8740 5000 3800 37 5 1/2 141 408 

CP4000-70 12420 9200 5400 4000 68 10 1/2 141 408 

CP6000-20 17940 13570 7800 5900 23 5 5/8 161 465 

CP6000-45 18400 13800 8000 6000 46 10 5/8 161 465 

CP6000-100 19320 14490 8400 6300 87 20 5/8 161 465 

CP7500-30 21380 16100 9300 7000 29 7 1/2 5/8 161 465 

CP10000-10 31740 23920 13800 10400 13 2 3/4 179 396 

CP10000-30 28750 21620 12500 9400 29 10 3/4 179 396 

CP10000-60 28060 21160 12200 9200 60 20 3/4 179 396 

Full Drum 

CP-15000-25 36570 26910 15900 11700 27 10 1 226 659 

CP15000-60 42550 31510 18500 13700 59 25 1 226 659 

CP25000-15 65550 50600 28500 22000 15 10 1 1/4 333 950 

CP25000-40 67390 51980 29300 22600 37 25 1 1/4 333 950 

CP25000-70 69000 53590 30000 23300 71 50 1 1/4 333 950 
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…”A Winch For Every Application” 

CP Series Winches   2,000 - 25,000 Lbs. Capacity 
Taking The Winch Industry By Storm 

Superior Value  -   Wintech Reliability / Quality   

 
Model 

DEMENSIONS (INCHES) 

A B C D E F G WEIGHT (LBS) 

CP2000-15 17 22 1/2 29 12 12 6 5/8 9 365 

CP2000-25 17 22 1/2 29 12 12 6 5/8 9 379 

CP2000-40 17 22 1/2 29 12 12 6 5/8  9 395 

CP2000-70 17 22 1/2 29 12 12 6 5/8 9 395 

CP3000-20 20 25 1/2 36 14 14 8 5/8 10 1/2 707 

CP3000-50 20 25 1/2 36 14 14 8 5/8 10 1/2 723 

CP4000-40 20 25 1/2 36 14 14 8 5/8 10 1/2 814 

CP4000-70 20 25 1/2 36 14 14 8 5/8 10 1/2 872 

CP6000-20 26 30 3/4 44 16 18 10 3/4 13 1/2 1290 

CP6000-45 26 30 3/4  44 16 18 10 3/4 13 1/2 1370 

CP6000-100 26 30 3/4 44 16 18 10 3/4  13 1/2 1550 

CP7500-30 26 30 3/4  44 16 18 10 3/4 13 1/2 1330 

CP10000-10 29 33 1/2 51 18 20 12 3/4 15 1/2 1380 

CP10000-30 29 33 1/2 51 18 20 12 3/4 15 1/2 1490 

CP10000-60 29 33 1/2 51 18 20 12 3/4 15 1/2 1620 

CP-15000-25 39 40 62 24 30 16 20 1890 

CP15000-60 39 40 62 24 30 16 20 2030 

CP25000-15 48 58 81 30 40 24 25 1/2 2900 

CP25000-40 48 58 81 30 40 24 25 1/2 3150 

CP25000-70 48 58 81 30 40 24 25 1/2 3280 
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NOTE: Dimensions are subject to change. Please contact factory for certified prints. 

Wintech Winch Cables Available 
On All Models 

TM


