
WK-V Series 
Electric 

Winches

Standard Features:
•  115 Volt single phase power
•  Variable winching speed for precise loadpositioning
•  Severe duty TEFC electric motor
•  High ratio worm gearing
•  Compact design with 10ft long cord
•  Direction control pendant
•  Direction and speed controls mounted on the winch
•  Ready to plug in to wall outlet rated for 20 amps or more
•  Dual winch position (horizontal/vertical) bolt down 
   mounting feet
•  Designed for outdoor use

Made in the USA

5319 Shreveport-Blanchard, Hwy., Shreveport, LA 71107
P: 318.929.1242 • www.wintech-winches.com • F: 318.929.1245

Optional Features:
•  Other supply power options:
        230V / 1 Phase Power
        230V / 3 Phase Power
        460V / 3 Phase Power
•  Wire rope installed

Description:
The Model WK1000-V and WK1500-V Electric 
Winches are rugged and reliable winches designed for 
operation on Standard 115V Single Phase Electric 
Power.  Adjustable speed control allows the operator to 
vary winch speed from 0 to 100% speed at full rated line 
pull.  High ratio helical-worm gearing combined with an 
automatic spring-applied holding brake ensure yhour 
load is not accidentally lost in the event of power failure.  
All of these features along with their compact, heavy-
duty design make the WK-V Series winches a versatile, 
convenient and economical solution to many hauling 
and lifting challenges.
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Due to our policy of continuing development, all specifications are subject to change without notice.  Users of these products 
are responsible for ensuring their suitability for the application in which they are being used.

Core Mid Full Core Mid Full
WK1000-20-8-V 8" 1000 800 600 18 24 30 165 lbs
WK1000-20-12-V 12" 1000 800 600 18 24 30 170 lbs
WK1500-12-8-V 8" 1500 1200 900 12 18 22 165 lbs
WK1500-12-12-V 12" 1500 1200 900 12 18 22 170 lbs

Linepull (lbs) Linespeed (fpm)Model      
Number

Drum 
Length

Approx. 
Weight

3/16" 1/4" 5/16" 3/8"
8" 415 335 290 260

12" 830 670 580 520

Cable Capacity (ft)Drum 
Length

Winch Mounted Controls Pendant ControlWinch Mounted Controls Pendant Control
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